Photometric Report MECTA

Canberra-1R 7W WW 3000K 24gr

REPORT SUMMARY

Output

Total Lumens: 477 Lumen
Peak Intensity: 2233 candela
llluminance @ 5m: 89 Ix

CRIl: 83,9

CCT: 3051 K
Optical

Beam Angle (50%) 22,1°
Field Angle (10%) 46 °

Conditions:
Power Supply: 228V
Power: 6,8 W
Current: 0,052 A
Power Factor: 0,57
MEASUREMENTS
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Photometric Report

Canberra-1R 7W WW 3000K 24gr, , Ordercode A0720090

BEAM DETAILS

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
89 Ix
139 Ix
Luxc* 556 Ix
2226 Ix
22°
beam center
206,8 fcd
Footcandles* il
51,7 fcd
*measured at 23,C fcd
center of beam
12,9 fed
8,3/fcd
Beam width (meter) 0,4 m 0,8 m 1,2m 1,6 m 2m
Beam width (feet) 1,3 ft 2,6 ft 3,8 ft 5,1 ft 6,4 ft
Beam llluminances from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft 6,6ft 9,8ft 13,1ft | 164ft | 19,7ft 23ft 26,2ft | 29,5ft | 32,8ft | 36,1ft | 39,4ft | 42,7ft | 459ft | 492ft | 525ft | 558ft | 59,1ft | 62,3ft | 65,6ft
2226lx | 556lx | 247k | 139l 89Ix 62Ix 451x 35Ix 27Ix 22Ix 18Ix 15Ix 13Ix 11lx 10Ix 9lx 8lx 7ix 6lx 6lx
206,8fcd | 51,7fcd 23fcd 12,9fcd 8,3fcd 5,7fcd 4,2fcd 3,2fcd 2,6fcd 2,1fcd 1,7fcd 1,4fcd 1,2fcd 1,1fcd 0,9fcd 0,8fcd 0,7fcd 0,6fcd 0,6fcd 0,5fcd
Candela (cd) Linear Distribution Diagram
Beam Angle (50%): 22,1 °
o Field Angle (10%): 46 °
Cutoff Angle (3%): 71,5 °
1500
1000
500
Angle °
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Photometric Report MECTA

Canberra-1R 7W WW 3000K 24gr, , Ordercode A0720090

POLAR DIAGRAMS

90° ISO candela diagram
75°
10% 223 cd
60°
20% 445 cd
45°
30% 668 cd
8 o 40% 890 cd
2
T [15°
= 50% 1113 cd
©
o |~
> 60% 1336 cd
-15°
70% 1558 cd
-30°
-45° Conditions:
607 Number of c-planes: {C_PLANES}
-75° .
Candela at center: 2226 cd
ISO lux diagram
8m 26,2f
3% 0,668 Ix
6m 19,71 5%  1,111x
4m 13,11 - 10% 2,231Ix
2m 6,6f 30% 6,68 Ix
50% 11,1 Ix
Om Of|
-2m 6,6f Conditions:
Number of c-planes: 4
-4m -13,1f]
Lux at center: 22,3 Ix
-6m -19,7f]
Lux distribution on a surface when lamp is
-8m -26,2f mounted at 10 meters from the surface.

i ight: 1
Horizontal angles Mounting height: 10 meters (33 feet)
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Photometric Report MECTA

Canberra-1R 7W WW 3000K 24gr, , Ordercode A0720090

CHROMATICITY REPORT

Total Lumens:
Peak Intensity:
Fixture Efficiency:

Color Temperature:

CRI:

CRI R9:

CQs:

TM-30 Rif:

TM-30 Rg:

Auv:

1st Dominant Wavelength:

27 Dominant Wavelength:

w

Color

4 N
3051 K

CIE 1931 Coordinates:
X: 0,435 Y:0,405
N\ Z

477 Im
2233 cd
71 Lumen/Watt

3051 K
83,9
14,8
83,0
85,1
98,5
0,0007
604 nm
448 nm

Spectral Distribution

Color Temperature

3051 K
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Canberra-1R 7W WW 3000K 24gr, , Ordercode A0720090

CHROMATICITY

CIE 1931 CIE 1931 - Detail
08
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CRI: 83,9 (R1-R8)
96 98

75

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsl: 83,0
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Canberra-1R 7W WW 3000K 24gr, , Ordercode A0720090

TM-30-18 DETAILS

Shifts (%)

Hue Bin | A& | Chroma | Hue
Rf 85,1 1 82| -10% | -2%
2 83 -8% 6%
3 78 -3% 12%
Fidelity index Rf 85| 4% | 9%
91 6% 5%
6 90 6% -2%
7 84 1% -10%
8 92 2% -4%
9 90 -6% -1%
Rg 98,5 10 |86| 6% | 5%
11 83 -3% 12%
12 85 5% 5%

Gamut index Rg 13 | 89| 6% | 4%
14 83| 6% |-12%
15 |80 0% |-13%
TM30-18 Color Vectors 16 81 -6% -14% T T T T Y I
E  RfbyHueBin

TMS30 Color Distortion TM30 Chroma Shift
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